
PRO D U C T F E AT U R E S
Display: single sided.
Display area: from 8 to 30 A4.
Glazing: 4 mm Plexichoc® or safety glass.
Opening system: side opening reversible door, dual door 
or raising door on gas struts.
Closure: tamper-proof safety lock with 2 keys. 2 locks on
1350 mm high side opening door and raising door models.
Waterproofing: elastomer seal.
Interior finish: galvanised steel sheet lacquered in white on
interior back panel, light grey on the exterior back panel.
Frame finish: silver anodised aluminium, or painted.
Installation: to wall or on posts.
Magnets: included (1 per A4, limit of 20 per case).

PRO D U C T O P T I O N S
- Round ø 76 m m and Q uatro post kits.
- Header board.
- LE D l ighting kit: h igh ef ficiency wh ite l ight t ypical 
brightness
120 Lu mens per watt, LED I P 20, transfor mer s I P67, 
l ife ex pectancy 75000 hou r s, energ y ef ficiency of 
12. 5 watts per l i near metre. ( War n i ng: LED r i bbons 
& transfor mer are not factor y fitted and req u i re 
i nstal lation by a q ual ified electr ician com pl iance w ith 
safet y reg u lations).

CO LO U R O P T I O N S

BROOKLYN
73001 NOTICE CASE

R E L ATE D PRO D U C TS

Clean and minimal in appearance, the 
Brooklyn is manufactured with an aluminium 
frame and steel backing board.  100% of 
the display area is visible for maximum 
flexibility. The cases come with anti-tamper 
fixings, vandal-resistant glazing and hinge 
mechanisms and are highly weatherproof.

71009 NEWBURY - Notice Case / I nformation Board
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WALL MOUNTED EXTERNAL NOTICE BOARDS

"1000" 75 MM OUTDOOR NOTICE BOARDS

  

TECHNICAL SPECIFICATIONS
Display: single sided.
Display area: from 8 to 30 A4.
Glazing: 4 mm Plexichoc® or safety glass.
Opening system: side opening reversible door, dual door or
raising door on gas struts.
Closure: tamper-proof safety lock with 2 keys. 2 locks on
1350 mm high side opening door model and all raising door
models. 
Waterproofing: elastomer seal.
Interior finish: galvanised steel sheet lacquered in white on
interior back panel, light grey on the exterior back panel.
Frame finish: silver anodised aluminium, or painted in our
notice board colour range.
Installation: to wall or on posts.
Procity® magnets: included (1 per A4, limit of 20 per
display case).
OPTIONS
Round ø 76 mm and Quatro post kits. 
Header board. 
LED lighting kit: high efficiency white light typical brightness
120 Lumens per watt, LED IP20, transformers IP67, life
expectancy 75000 hours, energy efficiency of 12.5 watts
per linear metre. (Warning: LED ribbons & transformer are
not factory fitted and require installation by a qualified
electrician to comply with applicable safety regulations).

PAINT FINISH
            

 Procity
Grey

    

 RAL 5010

    

 RAL 9005

    

 RAL 3004

    

 RAL 6005

    

 RAL 8017

    

 Anodised
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